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        Post _______    Scan R ______    Upload P _______  
	Client:


	Date of Inspection:

	Contractor:

	ASTM Inspector’s Name: 

	Project Name:


	City:

	Client Contact (print):


	Contact’s Signature:

	Inspection start time: ________am / pm
	Inspection finish time:  ____________am / pm 
	# of pictures: _________  From _____thru _____


	1) General
	SAT
	NSAT
	N/A
	Remarks

	a. Project Safety Poster Displayed
	
	
	
	

	b. OSHA Poster (Job Safety & Health Protection)
	
	
	
	

	c. E.E.O Policies Posted
	
	
	
	

	d. Accident prevention, warning, Safety signs & bulletins
	
	
	
	

	e. MSDS & Inventory available w/training & documents
	
	
	
	

	f. Proper light throughout job (1926.56(a)
	
	
	
	

	g. Access areas on public streets kept clean
	
	
	
	

	h. Construction barricades and fencing good condition
	
	
	
	

	i. Construction debris properly disposed
	
	
	
	

	j. Public protection provided and adequate
	
	
	
	

	k. Steps with handrails at all construction trailers
	
	
	
	

	2) Concrete Masonry & Tilt-up Construction (1926.700)
	
	
	
	

	a. Protruding reinforcing steel covered to protect worker 
	
	
	
	

	b. Employee wearing full-body harness (1926.701.F2)
	
	
	
	

	c. Safety Goggles-while operating masonry saws
	
	
	
	

	d. Platform for walls, columns, beams properly guarded
	
	
	
	

	e. Limited Access Zone (1926.706 - wall height + 4 feet) 
	
	
	
	

	f. Have nails been removed and stripped lumber guarded
	
	
	
	

	3) Platforms, Catwalks, & Scaffolds (1926.451)
	
	
	
	

	a) Scaffold construction supervised
	
	
	
	

	b) Surfaces – unobstructed—non-slip
	
	
	
	

	c) Handrails-toe boards above 10 feet from ground
	
	
	
	

	d) Planks extend (6”-12”) over end support
	
	
	
	

	e) Working surface is fully planked
	
	
	
	

	f) Tied off to building (26’ & 30 ft) as required
	
	
	
	

	4) Ladders (1926.450)
	
	
	
	

	a) No broken or missing steps
	
	
	
	

	b) Extends 3 feet minimum above landing and Tied off
	
	
	
	

	c) No ladder used horizontally
	
	
	
	

	d) Double cleat ladder provided- egress for 25(+) workers
	
	
	
	

	e) Cleats uniformly spaced (12 inches on center)
	
	
	
	

	f) Double cleat ladders not over 24 feet in length 
	
	
	
	

	Remarks:

	

	

	

	

	

	

	5) Housekeeping/Sanitation (1926.25 & .27 Subpart D
	SAT
	NSAT
	N/A
	Comments

	a) General neatness of working area
	
	
	
	

	b) Passageways and areas adjacent to structure clear
	
	
	
	

	c) Adequate supply-drinking water & labeled “Potable”
	
	
	
	

	d) Disposable drinking cups-Containers for new & used
	
	
	
	

	e) Adequate Temporary toilet facilities (1926.51(c))
	
	
	
	

	6) Personal Protection (1926.100-105)
	
	
	
	

	a) Hard Hats worn when required
	
	
	
	

	b) Safety goggles-chipping, sawing, jack hammering, etc.
	
	
	
	

	c) Respiratory Protective Equipment – dust, fumes, gases
	
	
	
	

	d) Adequate ventilation provided in hazardous locations 
	
	
	
	

	e) All personnel wearing proper clothing:
	
	
	
	

	f) Boots or shoes appropriate for job site
	
	
	
	

	g) Pants, shirts, etc not worn or frayed
	
	
	
	

	h) Clothing tucked in—caught in rotating equipment
	
	
	
	

	7) Cranes (1926.704)
	
	
	
	

	a) Current Inspection
	
	
	
	

	b) Load charts, operating speeds, instructions posted
	
	
	
	

	c) All areas within swing radius barricaded
	
	
	
	

	d) All hooked shackles have operational safety latches
	
	
	
	

	e) Hoist Rope, Slings, shackles-rigging equip. condition
	
	
	
	

	f) Operating 10(+) feet from power lines (1926.550-a-15)
	
	
	
	

	8) Equipment (1926.600)
	
	
	
	

	a) Regular inspection & maintenance provided
	
	
	
	

	b) Backup alarms/strobe lights operational  
	
	
	
	

	c) Seat belts being used
	
	
	
	

	d) Haul roads well maintained
	
	
	
	

	e) ROP & FOP in good condition
	
	
	
	

	9) Scissor and Boom or (Man) Lifts
	
	
	
	

	a) Personnel trained on operation 
	
	
	
	

	b) Lift controls in safe working condition
	
	
	
	

	c) Dead man control switch operable (not wired open)
	
	
	
	

	d) Safety harness worn and tied off when appropriate
	
	
	
	

	10) Tools, Hand & Power (1926.300)
	
	
	
	

	a) Power operated-equipped with guards
	
	
	
	

	b) Hand-held power-equipped w/positive on-off control
	
	
	
	

	c) Train in use of powder tools & current certification
	
	
	
	

	d) Pneumatic/powder-muzzle-contact work surface only
	
	
	
	

	e) Defective tools/equipment tagged-made inoperable
	
	
	
	

	11) Electrical (1926.400)
	
	
	
	

	a) Tools grounded or double insulated
	
	
	
	

	b) Power/Extension Cords & ground prong condition 
	
	
	
	

	c) Temp 15/20 amp assure ground or GFCI (1926.404)
	
	
	
	

	d) Temporary lamps have guards
	
	
	
	

	e) Electrical rooms locked/high voltage marked/protected
	
	
	
	

	f) Power sources labeled w/service area
	
	
	
	

	g) Working clearances maintained-3feet(1926.403(i))
	
	
	
	

	h) Warning signs posted for accidental contact possibility 
	
	
	
	

	i) Receptacles & attachment plugs not interchangeable
	
	
	
	

	j) Temp. wiring suspended by non-conductive material
	
	
	
	

	k) LOTO program enforced
	
	
	
	

	Remarks: 

	

	12)  Fire Protection (.150) Hazards/Flam. liquids (.152)
	SAT
	NSAT
	N/A
	Comments

	a)    Extinguishers-appropriate type, tagged, charged  
	
	
	
	

	      b)    Accessible for every 3k sq ft. of bldg (top/base stairs)
	
	
	
	

	c)     Stand Pipe maintained-construction progress (.150d,2)
	
	
	
	

	d)   Exits – marked, lighted, accessible
	
	
	
	

	e)   Flam. waste/rubbish separated & disposed properly
	
	
	
	

	f)   Safety cans (gas & solvents)  properly stored
	
	
	
	

	g)   Hazardous Material containers labeled 
	
	
	
	

	h)   Solvent/flam-store-20 ft from bldg-lighted-ground
	
	
	
	

	13) Excavations, Trenching & Shoring (1926.650)
	
	
	
	

	a) Sloped, benched or shored (5 foot rule-1926.652)
	
	
	
	

	b) Repose angle correctly calculated (1926.652-table P-1)
	
	
	
	

	c) Adequate means of exit provided for (4 (+) feet deep
	
	
	
	

	d) Means of exit for workers minimum of 25 feet
	
	
	
	

	e) Competent person-full time (1926.650.3.5.90)
	
	
	
	

	f) Adjacent structures, roads/walks protected
	
	
	
	

	g) Permit condition exist – monitored & documented
	
	
	
	

	14) Steel Erection (1926.750)
	
	
	
	

	a) Protection provided-fall distance (2 stories – 30(+) ft.)
	
	
	
	

	b) Wire rope/equal-42” high around metal decked bldg.
	
	
	
	

	c) Fire hazards due to welding eliminated
	
	
	
	

	d) Ladders, stairs and access ways provided
	
	
	
	

	e) Tag lines used where required
	
	
	
	

	f) Extinguishers-welding machine & where needed
	
	
	
	

	15) Welding & Cutting (.350)-- Pressure Apparatus (.350)
	
	
	
	

	a) All cylinders secured–upright –capped when not in use 
	
	
	
	

	b) Oxygen/acetylene hoses in good condition
	
	
	
	

	c) Screens & shields being used
	
	
	
	

	d) Operator qualified
	
	
	
	

	e) Strikers used for lighting torches
	
	
	
	

	f) Extinguisher w/cart or immediately available
	
	
	
	

	g) Sufficient ventilation provided
	
	
	
	

	h) Workers protected from overhead slag droppings 
	
	
	
	

	i) Safety catches-air line & anti-whip devices
	
	
	
	

	16) First Aid (1926.50)
	
	
	
	

	a) Kits-adequate, easy to locate & properly stocked
	
	
	
	

	b) Stocked with Bloodborne Pathogens clean-up kits
	
	
	
	

	c) At least one person is certified in First Aid/ CPR
	
	
	
	

	Remarks:
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